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"> m 1. ELECTRICAL CHARACTERISTICS
— O
- YW 1-1. VOLTAGE RATING: 10V DC. TABLE:
Z
T@O | 1-2. CURRENT RATING: 0.5 A 770 PO packiG
R - 1.10 1060803PT001 50PCS/BAG
<A —3. CONTACT RESISTANCE: 80 milliohms  MAX.
W AMm W = 0.80 1060803AR005 | 1800PCS/REEL
o= 1—4. INSULATION RESISTANCE: 1000 Megohms MIN.
O n
WE = 1—-5. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC @ IE RS
O WW FOR 1 MINUTE. . Rf B | CONTACT 8 | COPPER ALLOY 015t | s over Nickel Plated
(2]
085 5 MECHANICAL CHARACTERISTICS A | HOUSING 1| HOH-TEWPERATURE PLASTIC UL94—¥0| WHITE
_o NO|  DESCRIPTION MATERIAL PLATING & COLOR
ik 2—1. RETENTION FORCE: 100gf MIN./PIN. UNLESS OTHERWISE oo |TE
= O = " ;. _
T E _ . SPECIFED TOLERANCES Novif/#Q. | T-FLASH CONN SIMPLE SOCKET
W W o 2-2. DURIBILITY:5000 CYCLES. 3 \\......-\ PART NO. 1060803PT001&AR005
SI= | 3 SAT SPRAY: 24H. 9.92 DECIMALS:  ANGLES: | === yevurd 2% [ oW | BROKEN [2010.05.13
x5 o X 05 X 2 u\v\. O )
=53 4. OPERATING TEMPERATURE:—40'C~85'C. Recommend PCB LAYOUT XX t03 XX 41 .@..c....;..v@ s
2oE | 5 RoHS 2002/95/EC COMPLIANT. (TOLERANCE:£0.05) XXX 202 N ouE v [N on | @ S
—Zz= CUSTOMER COPY | SIZE: A4 | SHEET: 10F1 | REV: B
e | 2 4 5 6 7 8
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