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2 NOTE:
1. ELECTRICAL CHARACTERISTICS
1—1. VOLTAGE RATING:30V AC
1-2. CURRENT RATING:2.0A (pin1,5);0.5A (pin2,3,4)
PIN
S 1-3. CONTACT RESISTANCE: 50 milliohms  MAX.
N 1—4. INSULATION RESISTANCE: 100 Megohms MIN.
o
== M Q 1-5. DIELECTRIC WITHSTANDING VOLTAGE: 250V AC
~N
\ | 3 FOR 1 MINUTE.
J ! ! o J g m 2. MECHANICAL CHARACTERISTICS
% [ l2-185 < 2-1. MATING&UNMATING FORCE: 0.8kgfr~3.5kgf
2-1.40 &
A 2-2. DURIBILITY:5000CYCLES
: 5 GND :
2 o 3. SALT SPRAY: 24H
3 D+ 4. OPERATING TEMPERATURE:—40'C~85C
2 D- 5. RoHS 2002/95/EC COMPLIANT.
] 2.60 1| VBUS 6. MPQ : 1000PCS,/REEL.
imo; PIN | NAME
H , 1 PIN_ ASSIGNMENT
B F 1 _BOND e
E Oval ring I |- | ===
E@ D SHIELD 1| STAINLESS STEEL 0.30t | Ni PLATING
1u” Gold On Contact Area
C CONTACT 5 | COPPER ALLOY 0.20t Tin plated on Solder tail
| @ All_over Nickel Plated .
W B INSERT MOLDING 1| THERUOPLASTIC UL94-V0 BLACK
E "’ A HOUSING 1| THERMOPLASTIC UL94-V0 BLACK
PR 0.40 NO DESCRIPTION MATERIAL PLATING & COLOR
ﬁ N UNLESS OTHERWISE TITLE:
PIN 1 9.40 SPECIFED TOLERANCES Mirco USB Waterproof Connector IPX8
11.00 7 ‘ ‘ PART NO. | _10305634R001
! DECIMALS: ANGLES: DN TAIES 019 0413
Recommended PCB Layout X 405 X 42 CHKD
Tolerance: £0.05(Top view) XX 203 XX:#1 APVD
XXX :£0.2 SCALE 1:1 | UNT: mm | @ &%
CUSTOMER COPY | SIZE: A4 | SHEET: 10F1 | REV: A
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